
RTK-MINI-USB™

Module Dimensions
RTK-MINI-TX™: H: 1.394” (35mm) x W: 7.283” (185mm) x D: 4.484” (114mm)
RTK-MINI-RX™: H: 1.394” (35mm) x W: 7.283” (185mm) x D: 4.484” (114mm)
RCU2S-CE™: H: 0.789” (20mm) x W: 2.264” (57mm) x D: 3.725” (94mm)
RCU2S-HE™: H: 1.448” (36mm) x W: 3.814” (96mm) x D: 3.578” (90mm)
RC4-CE™: H: 0.93” (23mm) x W: 2.5” (63mm) x D: 3.741” (95mm)
RC4-HE™: H: 1.504” (38mm) x W: 3.813” (96mm) x D: 3.617” (91mm)

RTK-MINI-TX™
Transmitter Module

RTK-MINI-RX™
Receiver Module

Poly G7500

Laptop

RCC-H001-2.0M
HDMI Video CableRCC-M006-2.0M

USB Micro B (RTK-MINI-TX™)
to USB-A

Poly TC8
*Poly Provided*

*Can be used
on Tx or Rx.*

WPS-12 30VDC
100-240V 47-63Hz

Power Supply

SCTLink™ Cable
 Ethernet/POE | HDMI | USB 

The SCTLink™ cable must always be
a single, point-to-point CAT cable with

no couplers or interconnections.
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SCTLink™ Cable Specs
Integrator-Supplied CAT6 STP/UTP Cable

T568A or T568B (10m-100m min/max Length)

Ethernet Switch
for TC8 Pairing

RCC-H016-1.0M
RJ45 UTP Control Cable

RCC-H001-1.0M
HDMI Video Cable

RCC-M005-1.0M
USB-A (RTK-MINI-RX™)

to USB-C

Poly EagleEye IV

RC4-CE™

RC4-HE™

RCC-C030-0.4M
Mini-HDCI Y Cable to RJ45/HDMI

RCC-H030-1.0M

HDCI Y-Cable to HDMI/DB9

WPS-12 30VDC
100-240V 47-63Hz

Power Supply

SCTLink™ Cable
Power, Control & Video

RC4-E4P™

Poly Studio E70

RCU2S-HE™

RCU2S-CE™

RCC-M005-0.3M
USB-A (RCU2S-CE™) to USB-C

PPC-033-0.3M or RCC-C028-0.3M
RJ11 (RCU2S-CE™) to

5.5mm x 2.5mm DC Plug

*Please Note: Control/IR is NOT ethernet.

*

WPS-12 30VDC 
100-240V 47-63Hz

Power Supply

SCTLink™ Cable
Power, Control & Video

RCC-M004-1.0M
USB-B (RCU2S-HE™) to USB-A

RCU2S-E70™
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