
RC-SDA+ Gen2™

RC-SDA+ Gen2™

Poly RPG300, RPG500, RPG700 & G7500

Adding Soft Codec Support to Camera/Codec Systems (No DSP)

Poly RPG300, RPG500, RPG700 & G7500

Adding Soft Codec Support to Camera/Codec Systems (With DSP)

WPS-12 30VDC
100-240V 47-63Hz

Power Supply

Note:
- Set soft codec to use software AEC
(default mode).

Notes:
* Set soft codec to disable AEC:

- In MS Teams, select “High Fidelity
Music Mode” and uncheck “Enable
echo cancellation”.

- In Zoom, enable “Original Sound”
and uncheck “Echo Cancellation”.

WPS-12 30VDC
100-240V 47-63Hz

Power Supply

Poly-Supplied
HDCI to Mini HDCI Cable

Poly-Supplied
HDCI to Mini HDCI Cable

Audio DSP

Audio Mixer

PC Running
Soft Codec 

HDMI Cable
purchased
separately

Audio Cable
purchased
separately

PC Running
Soft Codec 

HDMI Cable
purchased
separately

Audio Cables
purchased
separately

RCC-M003-1.0M
USB 3.0 A to A

RCC-M003-1.0M
USB 3.0 A to A

RCC-H030-1.0M
HDCI Y Cable to HDMI/DB9

RCC-H030-1.0M
HDCI Y Cable to HDMI/DB9
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RC-SDA+ Gen2™

RC-SDA+ Gen2™

Adding Soft Codec Support to Poly Camera (No Codec, no DSP)

Adding Soft Codec Support to Poly Camera (No Codec, with DSP)

Note:
- Set soft codec to use software AEC
(default mode).

Notes:
* Set soft codec to disable AEC:

- In MS Teams, select “High Fidelity
Music Mode” and uncheck “Enable
echo cancellation”.

- In Zoom, enable “Original Sound”
and uncheck “Echo Cancellation”.

WPS-12 30VDC
100-240V 47-63Hz

Power Supply

WPS-12 30VDC
100-240V 47-63Hz

Power Supply

Poly-Supplied
HDCI to Mini HDCI Cable

Poly-Supplied
HDCI to Mini HDCI Cable

Audio DSP

Audio Mixer

Audio Amp

PC Running
Soft Codec 

HDMI Cable
purchased
separately

Audio Cables
purchased
separately

PC Running
Soft Codec 

HDMI Cable
purchased
separately

Audio Cables
purchased
separately

RCC-M003-1.0M
USB 3.0 A to A

RCC-M003-1.0M
USB 3.0 A to A
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